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AlphaTec® AquaDri® 58-330 58-335

CHEMICAL & LIQUID PROTECTION NITRILE IMMERSION

STYLE #

58-330 Nitrile

COATING
MATERIAL

LINER
MATERIAL

GRIP
DESIGN CUFF STYLE COLOUR AQL EN SIZE LENGTH

MM
THICKNESS
MM PACKAGING

Aquadri® 2 Reversed
lozenge Gauntlet Sea Green 1.5 7, 8, 9, 10,

11 320

0,3 mm
(Nitrile) +
0,35 mm
(AquaDri®
2)

12 pairs in
a bag,
12 bags in
a carton

58-335 Nitrile Aquadri® 2 Reversed
lozenge Gauntlet Glass Green 1.5 7, 8, 9, 10,

11 380

0,45 mm
(Nitrile) +
0,35 mm
(AquaDri®
2)

12 pairs in
a bag,
6 bags in a
carton

DESCRIPTION

• The AlphaTec® AquaDri® two-layer construction keeps hands dryer for
longer and greater comfort and performance. An inner soft foam
coating with proprietary AquaDri® technology offers unrivalled
moisture absorption: 10 times more than traditional cotton-flocked
linings on average.

• As a precautionary measure the superior nitrile film gives advanced
chemical protection against incidental exposure to bases, oils, fuels,
some solvents, greases and animal fats.

• The reversed-lozenge finish provides improved dry and wet grip,
delivering optimal results in dry or wet conditions.

• The high-performance nitrile compound offers superior snag, puncture
and abrasion protection compared to rubber or neoprene.

• A foldable cuff gutter prevents dripping on the forearm.

REMARKS

• Antistatic according to EN1149

FEATURED TECHNOLOGY

Aquadri®

Chemical gloves with new AquaDri® Moisture
Management Technology
PRIMARY INDUSTRIES

IDEAL APPLICATIONS

• Changing oil, fixing pumps
• Chemicals mixing/handling/transferring/pouring/blending
• Cleaning
• Opening, draining pumps/valves
• Painting, sealing, packaging
• Sampling/testing
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